
ROOT PRUNING TRENCH

6" MAX WIDTH

ROOT PRUNING DETAIL

NTS

TREE SAVE AREA

PRECONSTRUTION MEETING

DETERMINED AT 

MIN DEPTH OR AS 

ROOT PRUNE TRENCH 24" 

SPECIFICATIONS

DETAIL FOR FENCE 

SAME LINE. SEE SEPARATE 

TRENCH, AND LOD ARE THE 

PRUNING TRENCH. FENCE, 

BE ERECTED IN LINE WITH ROOT 

TREE PROTECTION FENCE TO 

WRITING BY THE FC INSPECTOR.

6. ALL PRUNING MUST BE EXECUTED WITH LOD SHOWN ON PLANS OR AS AUTHORIZED IN 

EQUIPMENT.

5. ROOTS SHALL BE CLEANLY CUT USING VIBRATORY KNIFE OR OTHER ACCEPTABLE 

SOIL AS SPECIFIED PER PLAN OR BY THE FC INSPECTOR.

4. TRENCH SHOULD BE IMMEDIATELY BACKFILLED WITH EXCAVATED SOIL OR OTHER ORGANIC 

THE FOREST CONSERVATION (FC) INPECTOR .

3. EXACT LOCATION OF TRENCH SHALL BE DETERMINED IN THE FIELD IN COORDINATION WITH 

AND FLAGGED PRIOR TO TRENCHING.

2. BOUNDARIES OF RETENTION AREAS MUST BE STAKED AT THE PRECONSTRUCTION MEETING 

MEETING.

1. RETENTION AREAS WILL BE SET AS PART OF THE REVIEW PROCESS AND PRECONSTRUCTION 

NOTES:


